
Practical and versatile solution 
for I.V. compounding  

Pharmacy Equipment

Compounding Aseptic Isolator

Germfree’s VersaFlow™ is a Laminar Flow Compounding Aseptic 
Isolator. The VersaFlow™ provides the most practical and versatile 
solution for I.V. compounding in the hospital pharmacy and 
cleanroom. While operating under positive pressure, the VersaFlow™ 
functions as a Compounding Aseptic Isolator (CAI) to meet USP 797 
regulations. The complete work area and transfer chamber is bathed 
by HEPA-fi ltered air, protecting the product from contamination.

The unit utilizes a full width and depth supply HEPA fi lter above the 
work surface which provides a particulate-free environment exceeding 
ISO Class 5. Particulates generated by operator manipulations are 
continuously removed. All air entering the VersaFlow™ is twice 
fi ltered, initially by the pre-fi lter, subsequently by the supply HEPA 
fi lter. The laminar fl ow principle consists of moving individual streams 
of unidirectional, ultra-clean air along parallel lines with minimal 
turbulence. The HEPA fi lter is positioned in the top of the work area 
and is protected by a removable, perforated metal diff user.
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Equipment pictured may include custom or optional features
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ACCESSORIES
 Sealed Data Port 
Passage 
 Cleaning Handle 
with Pivoting Head & 
Lint Free Mop Heads 
 Rapid Exchange GRx 
Glove System 

 Programmable 
Electrical Stand Height 
Adjustment 
 Stainless Steel 
9” x 14” Waste 
Container   
 Additional Sleeves
GLOVEPORTS
2  3  4

WASTE CONTAINER
 Negative Pressure 
Sharps & Waste Containers

ELECTRICAL
-Voltage

 115v  220v

Confi guration Options
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Standard features

 Robust construction
All stainless steel construction 
both inside and out with a 
pharmaceutical grade fi nish.

 Ergonomically designed
Two part glove system allows 
for most types and sizes of 
commercially available gloves for 
be� er dexterity and tactility.

 HEPA fi ltration 
Cleanroom-compliant prefi lter 
increases the life of the front 
loading HEPA Filter while reducing 
particulates inside the cleanroom. 

Application Specifi cations

The VersaFlow™ compounding 
Aseptic Isolators are designed for 
the handling of materials in a sterile 
working environment. The work area 
is continuously bathed with positive 
pressure ISO 5/Class 100 vertical laminar 
fl ow air that has passed through a 
High Effi  ciency Particulate Air (HEPA) 
fi lter. This fi lter removes organisms and 
particulates 0.3 micron in size with an 
effi  ciency of 99.99% and is even more 
eff ective for both larger and smaller 
particles. 

 Practical for facilities with space 
constraints 

 Small footprint

 Designed for compatibility with 
existing casework 

Testing, warranty, and support information

– Equipment and HEPA fi lters are Factory Acceptance Tested 
(FAT) to meet EN guidelines prior to shipment.
– Independent 3rd party certifi cation on-site is recommended
   prior to operation.
– An operation and maintenance manual is included
– Germfree Standard equipment carries a 2 year parts 
    warranty. Consult a Germfree Expert for more information.

 Gloveports
Extra large oval gloveports are 
placed at an ergonomically correct 
angle to accommodate a wide range 
of body types and increase range of 
movement.

Electrical

 Running Amperage = 6 (VF-4USP 
and VF-6USP) = 7 (VF-64PUSP)

 Voltage = 115 Volt, 60 Hz (220/50-
60 Hz also available)

High capacity motor/blower 
system with speed control to extend 
life of HEPA fi lters.

Equipment pictured may include custom or optional features

Laminar Flow Glovebox Isolator

Overall Dimensions Work Area Dimensions
Model W D H W D H

VF-4USP 64” 31” 79 1/2” 27” 20 1/2” 25”

VF-6USP 88” 31” 79 1/2” 33” 27 1/2” 32”

VF-6USP (4-glove) 92” 31” 79 1/2” 49” 27 1/2” 32”

Compounding Aseptic Isolator


