
Ultimate product and personnel 
protection 

Pharmacy Equipment

Laminar Flow Glovebox Isolator

Germfree’s LFGI functions as a Compounding Aseptic Containment 
Isolator (CACI) while operating under strong negative pressure to 
meet USP <800> and NIOSH recommendations. 

Additionally, the unit functions as a Compounding Aseptic Isolator 
(CAI) under positive pressure to meet USP <797> regulations. The 
operator is provided with a complete barrier from the materials being 
manipulated by working with a highly ergonomic glove system. 

n All fi lters are rated to remove particulates and aerosols 0.3 micron in size 
with a minimum effi  ciency of 99.99%

n Particles that are smaller or larger than 0.3 micron are fi ltered at a greater 
effi  ciency.
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Equipment pictured may include custom or optional features

Pharmacy



WORK AREA 
n Sealed Data Port 
Passage  
n Cleaning Handle  
with Pivoting Head &  
Lint Free Mop Heads  
n Rapid Exchange GRx 
Glove System 

 

 

COMPATIBILITY 
n Programmable  
Electrical Stand Height 
Adjustment  
n Stainless Steel  
9” x 14” Waste  
Container    
n Additional Sleeves 
GLOVEPORTS 
 n 2  n 3  n 4 
 
 

WASTE CONTAINER 
n Negative Pressure 
Sharps & Waste Containers 
 
 
	

ELECTRICAL 
-Voltage 
	 n 115v n 220v 

Configuration Options
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Standard features

n Robust construction 
1” Stainless steel adjustable 1.V. 
bar with hooks. Type 316 stainless 
steel removable sliding work trays 
for easy cleaning.

n Ergonomically designed 
Ergonomic placement of sharps 
and waste tubes to accommodate 
different sized sharps containers.  
 
n HEPA filtration  
Cleanroom-compliant prefilter 
increases the life of the front 
loading HEPA Filter while reducing 
particulates inside the cleanroom. 

Application Specifications

The LFGI Compounding Aseptic 
Containment Isolator provides 
personnel and product protection from 
particulates, dust, powders and aerosols. 
Microbiological particulates and 
aerosols, with the possible exception of 
prions, are also removed. Operator and 
product protection from gas and fumes 
are NOT provided by HEPA filtration, but 
limited protection from gas and fumes 
can be provided by venting or ducting. In 
accordance with the NIOSH alert on the 
handling of hazardous drugs, the LFGI 
can be configured for no recirculation 
and total exhaust of all air exiting the 
work area. Germfree’s Compounding 
Aseptic Containment Isolators are 
designed to meet all USP <797> 
guidelines for sterile compounding, 
as well as the regulations for handling 
hazardous drugs according to USP 
Chapter <800>.

n High risk materials handling

Testing, warranty, and support information

– Equipment and HEPA filters are Factory Acceptance Tested 
(FAT) to meet AGS and EN guidelines prior to shipment. 
– Independent 3rd party certification on-site is recommended 
   prior to operation. 
– An operation and maintenance manual is included 
– Germfree Standard equipment carries a 2 year parts  
    warranty. Consult a Germfree Expert for more information.

 

n Gloveports 
Anthropometrically correct 
gloveports with 3” armrest for 
increased range of motion  
 
Electrical

n Running Amperage = 6 (LFGI-3 
and 4USP) = 7 (LFGI-6USP)

n Voltage = 115 Volt, 60 Hz 
(220/50-60 Hz also available) 
 
n  High capacity motor/blower 
system with speed control to 
extend life of HEPA filters.

Equipment pictured may include custom or optional features

Laminar Flow Glovebox Isolator

Overall Dimensions Work Area Dimensions
Model W D H W D H

LFGI-3USP 54” 32” 80” 34 1/2” 24 1/2” 29”

LFGI-4USP 66” 32” 80” 46 1/2” 24 1/2” 29”

LFGI-6USP 90” 32” 80” 70 1/2” 24 1/2” 29”


