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Custom Anaerobic Incubator

@ Micro Pressure Monitoring System @® | Enhanced Control and Efficiency

¥r Utilizes precise micro pressure detection
system with an accuracy of 0.1 KPA

¥r Continuously monitors and auto-adjusts
the intake system based on pressure

@ | Precise Temperature and Humidity Control

7r Temperature Control: 2°C above ambient up
to 45°C, in 0.1°C increments

¥r Water Pan for Humidification: Capable of
reaching up to 85% relative humidity

¥r Rapid and automatic set point attainment
for precise control of experimental conditions

¥r Swift initial setup for quick start of experiments

¥¢ Efficient recovery times for optimized
workflow and enhanced productivity
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| PRODUCT DIMENSIONS

Model GC-YT GC-YTL GC-CS
H(mm) 270 270
Internal
W W(mm) 350 27.4L 350 7L
Size
D(mm) 290 390
Customozation
H(mm) 315 315
External
. W(mm) 445 445
Size
D(mm) 420 520
. Max Capacity 144 216
Ca!:a_mty Custom
(Petri Dishes) Recommend 72 108
Gas Supplies ANO,/N, Real-Time Pressure Detection Available
Temperature Control Available 12 Months Warranty Available
Single Cable Port GC004 |Cooling System with Dehumidification GCo10
High Temperature System GCO009 |Cylinder Low Pressure Alarm GCOo01
Extra Portable O, Meter GC016 |PPM O, Meter GC017
Humidity Control GC020 |Gas Port for Anaerobic Jar GC023
Small HEPA Filtration System (Pre-gas Filtration) GC018 |Warranty Extension Flexible

| cuSTOMISED ENCLOSURES
N b choied ol i

Anaerobic Enclosure for Microplate Reader Anaerobic Incubator for Shaker
il Heilongjiang Maworde Ltd.
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