
MAWORDE ANIMAL HYPOXIC SOLUTIONS

Key Features：Interlock system; Gloveless operation (compatible with lab gloves); Acrylic construction
The system enables precise control of O2 concentrations, with optional CO2 monitoring, temperature 
control, and intermittent hypoxia. Ideal for maintaining hypoxic conditions in animal housing.

Key Features: Precise O2 control; CO2 monitoring;Temperature control; Intermittent hypoxia
For animal housing under hypoxic conditions without active handling, we recommend the GC-A 
Animal Hypoxic Incubator, particularly for studies requiring frequent intermittent hypoxia.

Key Features: Adjustable altitude pressure simulation; Optional O2, CO2, and temperature control
Ideal for simulating high-altitude hypoxia and low-pressure environments, the High-Altitude 
Hypoxia & Low-Pressure Chamber provides precise control for research in challenging conditions.

1. Hypoxia Workstation- Your First Choice

2. Hypoxia Incubator  - Less Operation Solution

3. Hypoxia & Pressure Incubator  - Designed for High-Altitude Research



Key Features：Compact design for each chamber; Excellent airtightness; Fast attainment of desired 
experimental conditions; Intermittent hypoxia available
The incubator ensures stable gas conditions for animal hypoxia models and supports adjustable settings 
for varying experimental needs.
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Key Features：Large tank with built-in stirrer; Connected to external water pipes for easy water 
exchange; Sealed system for maintaining stable hypoxic conditions
Ideal for fish-related experiments, this workstation provides precise hypoxia control, ensuring 
optimal research conditions.
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4. Customized Equipment Options

Hypoxic Workstation for Zebrafish Studies

Double-Layer Animal Hypoxia Chamber
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